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2. Hover Content click the Media, upload all the pdf files under the pdf folder just created

or you may also create a specific name.
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3. After successfully adding the pdf files in the media, go to Articles search for the name of

the material page to add the pdf files.
4. Highlight the specific text you want to add the a pdf link.
Click the chain icon at the top corner of the content. *please see the image

Tile*  PEEK Fasteners & Flanges Alias | peek-fasteners-flanges
Content | Imagesandlinks  Options  Publishing  Associations  Configure Edit Screen  Permissions
10} Editor  Gode  Preview

@ alz

Fontfamily v Fontsize

5]
th

E |« Paragraph v Styles v 9

valvzlv%
1 [Om M T
1 B A\ un wn e A A N

————

24

e

+ Excellent strength, and stiffness up to 500°F (260°C)

+ Low coefficient of friction and high wear resistance

+ Chemically resistant to common chemicals

+ Low out gassing, low particle generation and inherent purity
+_Unique physical, thermal & electrical properties

PEEK fasteners and flanges ally known as offer a unique combination of properties for some of the most extreme applications. PEEK
is classified as semicrystalling thermoplastic and high purity pelymer, offering excellent mechanical strength and chemical resistance at high temperatures. PEEK
Fstaners offer & Mg sWength alternative to PTFE fluoropolymers. !

Key Benefits

+ Excellent resistance to thermal degradation (chemical decomposition caused by heat).
+ Chemically resistance to many oils, alcohols, solvents, and organics as well as harsh acids and bases in low concentrations and temperatures.
«+ Hvdrolvsis resistance provides PEEK ability to retain all ohvsical oroperties when continuouslv exnosed to water or steam at hiah temoeratures and oressures. as well as offer verv low moisture
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